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Fabrication Specifications

A. Quality Standards
The materials, products, equipment and performance 
specifications described within, establish a standard of 
required function, dimension, appearance, performance and 
quality to be met by the Fabricator.
 
B. Structural Design
Details on design intent drawings indicate a design 
approach for sign structure but do not necessarily include all 
fabrication details required for the complete structural 
integrity of the signs, including consideration for static, 
dynamic and erection loads during handling, erecting, and 
service at the installed locations, nor do they necessarily 
consider the preferred shop practices of the individual 
Fabricators. Therefore, it shall be the responsibility of the 
Fabricator to perform the complete structural design and 
engineering of the signs and to incorporate all the safety 
features necessary to adequately support the sign for its 
intended use and purpose and to protect the Owner. 
Fabricator shall also be responsible for ensuring that all 
signs meet local, state and federal codes.

C. Vandalism Design
Fabrication and installation design is to withstand severe 
abuse and souvenir theft vandalism, but not less than the 
equivalent of resisting simple hand implements and tools 
(screwdrivers, knives, coins, keys, and similar items), and 
adult physical force. All hardware and fasteners within 
reach shall be vandal resistant.

D. Substitution
No substitution will be considered unless the Owner has 
received written request for approval. Fabricator may 
recommend equal or better equipment or method, but will 
be required to provide full documentation establishing such 
a substitution’s equality or superiority as measured in the 
following:

 • compliance with the visual design intent;

 • cost;

 • ease of maintenance; and 

 • performance.

The burden of proof of the merit of the proposed substitute 
is upon the Fabricator. The Owners decision of approval or 
disapproval of a proposed substitution shall be final.

E. Material Handling
The Fabricator is to pack, wrap, crate, bundle, box, bag, or 
otherwise package, handle, transport, and store all fabri-
cated work as necessary to provide protection from damage 
by every cause. Fabricator shall provide clear and legible 
identifying information on all product packaging to ensure 
proper on-site identification and installation.

F. Sign Specifications: Construction Methodology
The drawings call for a variety of fabrication techniques. 
Fabricators are given leeway to fabricate the signs to meet 
the intent of the designs depicted by the drawings. 

 1. Because different systems of extrusions may result in 
slightly different dimensional requirements, the total 
height and width dimensions described in the sign
construction on the drawings may be considered 
“nominal” for the purposes of cost quote. 

2. Sign faces are to be fabricated using aluminum plate 
of varying thicknesses, as specified on design intent 
drawings, with a minimum thickness of .125" inches unless 
otherwise noted. 

3. Unless otherwise noted on the design intent drawings, 
all cut-out push-through copy is to be routed from a single 
sheet of white acrylic, with a minimum thickness of 3/8" 
and pushed through 1/16". Routed letters and shapes that 
are bonded to a separate acrylic sheet are not acceptable; 
they must be routed from a single sheet.  

• Acrylic is to be attached to the back of the sign using 
adhesive, mechanical fasteners, or both depending on the 
design specifications.

• All letter knock-outs (interior of letter forms) are to be 
stud mounted through the acrylic.

• When illuminating the acrylic face with Fluorescent or 
Neon, 7328 shall be the standard white acrylic.

• When illuminating the acrylic face with LED, 2447 shall 
be the standard white acrylic.

• Acceptable spacing between the push-through acrylic 
and the cut-out aluminum is 1/32" to 1/16" depending on 
the copy height (if the copy is larger than 32", alternate 
spacing may be used to allow for the change in material 
expansion).

4. Sign cabinet seams shall be sealed to ensure they are 
watertight.

5. All finishes are to be satin finish, free from fading, 
peeling or cracking. Paint preparation of all exterior metal 
surfaces of the sign to include removal of all scratches and 
imperfections, sanding and chemical etching. Substrate 
cleaning, preparation, paint application and paint thick-
ness to be in strict compliance with Matthews Paint or 
AkzoNobel published recommendations. Acceleration of 
the drying process is not allowed. 

6. Except where approved otherwise by Owner, conceal 
fasteners.

7. Any sign faces smaller than 8’ by 20’ are to be fabri-
cated from 1 piece of seamless material. 

8. On welded joints, dimensional and structural welding 
defects will not be accepted, including but not limited to: 
poor weld contours, including excessive bead convexity 
and reinforcement, and considerable concavity or under-
sized welds; cracks; undercutting; porosity; incomplete 
fusion; inadequate penetration; spatter; and non-metallic 
inclusions. Welding is to be performed by AWS (or similar) 
certified personnel, following AWS Standard Welding 
Procedure Specifications (SWPSs) for steel, aluminum, and 
stainless steel as appropriate.

9. Non-welded joints between various portions of signs 
must have a tight, hairline-type appearance, without gaps. 
Provide sufficient fastenings to preclude looseness, 
racking, or similar movement. 

10. Provide drain holes as needed to prevent accumula-
tion of water within signs. Holes must be inconspicuous 
and be in inconspicuous locations; holes must be located 
such that drainage does not occur onto signs, or other 
surfaces subject to staining. Provide internal system of 
baffles to prevent “light leaks” through drain holes of 
illuminated signs. Provide color-coordinated insect 
screening over drain holes.

11. Non-illuminated sign faces are to have lettering and 
graphics created as surface-applied vinyl typography using 
Avery or 3M exterior grade, minimum 5-year warranty, 
unless otherwise noted in the design intent drawings.

12. Non-illuminated inserts will minimally be printed at 
1200 DPI using pigment-based UV inks on a white, satin 
finish UV-coated photo paper, with a matte UV over-
laminate. The thickness of the photo paper must be heavy 
enough such that no wrinkles will occur once installed.

13. Fiberglass panels with embedded artwork are to be 
fabricated using a 1/8“ thick fiberglass panel with perma-
nently embedded digital graphics (printed at a minimum 
of 1200 DPI using exterior inks). The panel must be a solid, 
one-piece panel with all graphic elements inseparable 
from the fiberglass in which they are embedded (Pannier, 
1-800-544-8428).

14. Visible metal joints must adhere to a fit tolerance 
of .01".

15. Unlit channel letter faces must be .25" aluminum. 
Channel letter returns must be .080" aluminum.

G. Sign Specifications: Illumination & Electrical
It shall be the responsibility of the Fabricator to perform the 
complete electrical design for illuminated signs. Illuminated 
signs shall be designed by an electrical engineer and shall be 
fabricated and wired to be compliant with current UL listing 
requirements, and shall be UL certified. 

1. All internally illuminated sign cabinets are to have an 
access panel that is tight fitting, lightproof and water-
proof. Access panels are to be in an accessible location, 
out of sight, and shall be shown on shop drawings.

2. Internally illuminated signs are to have adequate 
internal system of ventilation to assure a uniform dissipa-
tion of heat from electrical components of electrically 
powered and illuminated signs, heat (solar) absorption by 
sign and other sources.  Any openings in exterior surfaces 
must be internally baffled to prevent light leaks and 
prevent entry of rain, snow, wind-blown debris, and other 
foreign matter, and are to be covered with interior 
color-coordinated insect screen. 

3. Only labels required by law are permitted to be 
mounted on the exterior of the sign face, and they shall 
be located in a position that is as discreet as possible.

4. All internally illuminated interior metal surfaces shall 
be painted white using Matthews’ reflective white paint, 
or shall be lined with 3M’s Matte White Light Enhance-
ment Film, to enhance and evenly distribute light. 

5. All electrical components shall be built to be housed 
within sign cabinets. All wiring and raceways within the 
sign are to be completely enclosed. Internal illumination 
by lamps is required to provide adequate and even 
illumination over the face of the sign without hot spots or 
shadows. “Halo” effects, “spreading” or similar light spill 
due to excessive transmission of the backlight source shall 
be minimized.

6. Illumination to be provided by high-output fluores-
cent lamps with 800 MA, exterior UL rated electronic 
ballast; neon, fluorescent or LED as specified on design 
intent drawings. Lamps or other internal hardware must 
not be visible through the translucent letterforms and 
graphics.

• Signs wired with high output lamps are to include 
spring-loaded static strips between each lamp.

• Any specifications for T-8 lamps are specific to the 
60,000 hr T-8 lamp.

7. All internally illuminated exterior signs are to have 
their own electric eye on/off control to turn the sign on at 
night and off in the morning, unless the Owner specifies a 
need for a timer. 

8. Verify location of power provided by others prior to 
sign fabrication.

9. Backlit inserts will minimally be ink-jet printed at 1200 
DPI using UV inks on a film stock.

10. Face-lit channel letters with a 16" or shorter cap 
height shall be trimless. Face-lit channel letters taller than 
16" may use a low-profile trim cap. Internally illuminated 
channel letters shall be illuminated using LED, unless 
otherwise noted on the design intent drawings. Trans-
formers for channel letters shall be remote transformers 
wherever possible. If remote transformers are not appli-
cable, then all electrical components shall be contained 
within the channel letter itself. Raceways are not accept-
able unless specifically noted on the design intent drawing 
or if approved by the Owner. All raceways must be 
painted the same color as the wall on which the sign will 
be mounted. Channel letters to be painted on the inside 
with Matthews’ reflective white paint, or lined with 3M’s 
Matte White Light Enhancement Film to enhance and 
evenly distribute light.

I. Fonts/Typefaces
The fonts used for this project were selected specifically for 
this project by the Designer and Owner, and include those 
listed in the graphic standards.

It is the responsibility of the fabricator to purchase the 
fonts.

No substitution of any other typefaces may be made. Under 
no circumstances are typefaces to be electronically distorted 
(“squeezed” or “extended”) for purposes of fitting to the 
specified sign or general alteration of the sign face composi-
tion unless noted in the drawings. This includes (but is not 
limited to) stretching, squeezing, tilting, outlining or 
shadowing.

1. All letterforms, symbols or graphics shall be repro-
duced either by photographic or computer-generated 
means. Hand-cut characters are not acceptable. Cutting 
shall be done in such manner that edges and corners of 
finished letterforms will be sharp and true. Letterforms 
with nicked, cut, ragged, rounded corners, and similar 
disfigurements will not be acceptable.

2. All letterforms shall be made from material and gauge 
as indicated on design intent drawings. Typefaces shall be 
replicated as indicated on the drawing.

3. Ligatures are to be turned off.

4. Apostrophes are to be used, not footmarks. Note that 
there is a difference in most fonts.

5. Silk-screened and vinyl copy is to match the sheen of 
the copy panel background (satin). Edges of letters shall 
be straight and corners sharp. Surface of letters shall be 
uniform in color finish, and free from pinholes and other 
imperfections.

6. Silk-screened images shall be executed with photo 
screens prepared from original art. No hand-cut screens 
will be accepted. Original art shall be defined as artwork 
that is a first generation reproduction of the specified art.

7. Silk-screening shall be highest quality, with sharp lines 
and no sawtooths or uneven ink coverage. Screens shall be 
photographically produced. Application of inks through 
screens shall consist of one flood pass and one print pass. 
Images shall be uniform in color and ink thickness. Images 
shall be free from squeegee marks and lines resulting 
from improper print stroke or screen off contact height. 
Signs shall be placed in adequate drying racks with 
minimum of 2 inches between racks for ample airflow. 
Sign racks shall have system of forced airflow between 
layers to provide proper drying and curing of inks. After 
signs have dried completely according to the ink 
manufacturer’s time allowance, signs may be packaged.

8. “Pushed-through” copy must fit accurately into routed 
portions of cabinet with tight, hairline joints and snugly 
into back of formed (channel) letters.

9. The edges and corners of routed letterforms shall be 
sharp and true. Letterforms with nicked, cut, ragged, 
rounded (positive or negative) corners, and similar 
disfigurements will not be acceptable. 

10. Letterforms shall be aligned so as to maintain a base 
line parallel to the sign format, with margins and layout 
as indicated on design intent drawings and approved shop 
drawings. Vertical strokes shall be plumb. 

11. Mechanically fasten center of letters to acrylic plastic 
as described in the design intent.

12. Vinyl graphics and letterforms shall be computer-cut.

J. Permits and Variances
Fabricator shall be knowledgeable of relevant local code 
requirements and honor same in fabrication and installa-
tion. Where applicable, it is the responsibility of the Fabrica-
tor to secure any and all necessary permits for signage 
installation. It is the responsibility of the Owner to secure 
variances, should any be required. It is the Owner’s responsi-
bility to call the appropriate agency to have all under-
ground utilities properly located and marked. Any damage 
to below-grade utilities or structures for which the Owner 
has provided adequate location information is the responsi-
bility of the Fabricator.

K. Site Visit
Prior to installation of the signs, the Fabricator is to visit the 
proposed site to observe existing conditions and verify all 
signage required and its location with Owner. At this time 
the locations shall be staked using a non-permanent visible 
device such as spray chalk or non-permanent paint. Certain 
signs may be located on sloped grades and may require 
uneven footings for each post. Site-verify all locations to 
determine special requirements for footing templates, if 
required.

The final Sign Message Schedule and Sign Location Plan 
shall be consulted together and shall be approved by the 
Owner to determine the precise location for each sign. Any 
necessary adjustments will be made with the approval of 
the Owner.

L. Masonry/Footings
Any concrete bases for signage are to be poured in place 
and footings are to extend beneath the frost line, or deeper 
to meet local code. All footings or bases should be poured 
within a form and level with grade unless otherwise 
specified in the design intent drawings. Foundation/footings 
should be level with grade unless otherwise noted or as 
specified by state or local code. Foundation/footings should 
not extend above grade more than 2" and exposed edges 
should be finished with a bevel to prevent chipping. It’s 
recommended that the concrete be floated by machine or 
hand before finishing in order to embed larger aggregates 
especially when part of the footing or base extends above 
ground. Concrete surface should have a smooth or brushed 
finish grade appearance. All concrete bases and footings 
should be edged to break any bond with the form and 
create a neat appearance. All forms should be removed 
once the concrete has properly cured. Concrete and 
reinforcement specifications shall be shown on shop 
drawing submittals. The Fabricator is responsible for the 
necessary templates, mounting plates and hardware for 
concrete and masonry bases. A minimum 1’ rock bed with 
landscape edging or concrete pad must be added around 

each concrete base as protection from landscaping mainte-
nance.
 
All masonry (concrete block, poured concrete, brick, slab, 
veneer, mortar, etc.) is to be properly treated and protected 
to maintain the structural integrity of the masonry work 
with exposure to all environmental conditions found at the 
site. For exposed or visible masonry, this shall include the 
application of protective sealers or similar finishes to 
diminish the effects of close-proximity sprinkling or irriga-
tion systems.

Signs are to be mounted on J-bolt footings, centered on the 
concrete base or footing, and engineered per code, unless 
otherwise specified in the design intent drawings.

M. Wind Load
Signs, banners and mounting devices shall be engineered to 
withstand a minimum 30-psf wind load normal to the sign, 
or greater as per local code, in addition to the weight of the 
sign. The Fabricator shall determine appropriate method of 
anchoring signs to the locations specified to meet these 
requirements as well as all local code requirements.

N. Mounting
All signs to be mounted level and true. All exposed 
hardware is to be touch-up painted on site as required. It is 
preferred that all bolts, nuts, washers, or other fasteners 
shall be stainless steel. However galvanized steel is accept-
able, so long as all exposed surfaces are sealed.

While sign type drawings may specify or indicate possible 
mounting and/or mounting hardware details, the Fabricator 
will be able to substitute equal or better hardware and 
techniques, based upon their experience with similar 
mounting situations and as long as the visual appearance of 
the sign is not compromised from that shown in the design 
intent drawings.

All signage products must be installed such that there are 
no misalignments between visible components. Sign 
elements intended to be removable or changeable after 
installation must function as intended without binding, 
sticking or blocking. It will be the responsibility of the 
Fabricator to correct any installation misalignments at no 
charge.

Fabricator and their installers are expected to have knowl-
edge of ADA mounting guidelines and city zoning codes, 
general sign locating practices, and any particular unique 
installations defined by Designer. It is the desire of the 
Owner that the Fabricator follow these guidelines as well as 
architectural cues in installing for the best visual placement, 
keeping a reasonable distance from protruding objects. Any 
signage that is improperly located is to be moved to the 
proper location by the Fabricator, and repairs to wall 
surfaces and signage are to be at the Fabricator’s expense.

If the installers are unable to make a decision about any 
sign locations, they can contact the Designer, providing a 
graphic representation of the questionable area, or contact 
the Owner for on-site options.

O. Electrical
The Owner will be responsible for providing a power source 
to within 10 feet of the base of each sign requiring power 
(either at grade or below grade). Power is to be 120 or 277 
(LED illumination should be 120) volts at 60 cycles unless 
otherwise noted in the documents. It is the responsibility of 
the Fabricator to manipulate the existing conduit to its 
proper location, install an external disconnect, extend the 
conduit through the concrete base (or posts) to align with 
the point of hookup, and run the power supply through it. 
Conduit running from the disconnect to the sign shall travel 
within the concrete base, not on its surface. The Owner will 
be responsible for the final electrical connection.

P. Punchlist
It is required that the Fabricator complete a walk through 
with the Owner immediately following installation to 
identify any errors, such as construction or installation 
issues. Such errors are to be corrected in a timely manner, 
and to the satisfaction of the Owner. 

Q. Signage Warranty
Fabricator is solely responsible for applying products (paints, 
finishes, components, etc.) according to manufacturers’ 
specifications and validating the warranty. The Fabricator is 
to provide a written five (5) year full replacement warranty 
to the Owner that all signs will be free of defects due to 
craft work and materials including, but not limited to:

• bubbling, chalking, rusting or other disintegration of 
the sign panel, graphics or of the edges;

• corrosion appearing beneath paint surfaces of panels, 
brackets, posts or other support assemblies (except as an 
obvious result of vandalism or other external damage);

• corrosion of fasteners;

• assemblies not remaining true and plumb on their 
supports;

• fading, chalking and discoloration of the colors and 
finishes within the vinyl and paint manufacturer’s stated 
warranty period;

• peeling, delamination or warping (“oil canning”); and

• repair and reinstallation of signage due to failed 
mountings.

Fabricator shall also extend in writing to the Owner all 
manufacturers’ warranties.

R. Repair or Replacement
Without additional cost to the Owner the Fabricator shall 
repair or replace, including installation, any defective signs 
or hardware that develop during the warranty period and 
repair any damage to other work due to such imperfections. 
The Fabricator will be required to fully replace all signs that 
are in error relative to the working documents (sign 
message schedule and sign type drawings) that were 
submitted to the Fabricator upon award of contract.

NOTE: Greyed out text is not applicable to this project



A. Quality Standards
The materials, products, equipment and performance 
specifications described within, establish a standard of 
required function, dimension, appearance, performance and 
quality to be met by the Fabricator.
 
B. Structural Design
Details on design intent drawings indicate a design 
approach for sign structure but do not necessarily include all 
fabrication details required for the complete structural 
integrity of the signs, including consideration for static, 
dynamic and erection loads during handling, erecting, and 
service at the installed locations, nor do they necessarily 
consider the preferred shop practices of the individual 
Fabricators. Therefore, it shall be the responsibility of the 
Fabricator to perform the complete structural design and 
engineering of the signs and to incorporate all the safety 
features necessary to adequately support the sign for its 
intended use and purpose and to protect the Owner. 
Fabricator shall also be responsible for ensuring that all 
signs meet local, state and federal codes.

C. Vandalism Design
Fabrication and installation design is to withstand severe 
abuse and souvenir theft vandalism, but not less than the 
equivalent of resisting simple hand implements and tools 
(screwdrivers, knives, coins, keys, and similar items), and 
adult physical force. All hardware and fasteners within 
reach shall be vandal resistant.

D. Substitution
No substitution will be considered unless the Owner has 
received written request for approval. Fabricator may 
recommend equal or better equipment or method, but will 
be required to provide full documentation establishing such 
a substitution’s equality or superiority as measured in the 
following:

 • compliance with the visual design intent;

 • cost;

 • ease of maintenance; and 

 • performance.

The burden of proof of the merit of the proposed substitute 
is upon the Fabricator. The Owners decision of approval or 
disapproval of a proposed substitution shall be final.

E. Material Handling
The Fabricator is to pack, wrap, crate, bundle, box, bag, or 
otherwise package, handle, transport, and store all fabri-
cated work as necessary to provide protection from damage 
by every cause. Fabricator shall provide clear and legible 
identifying information on all product packaging to ensure 
proper on-site identification and installation.

F. Sign Specifications: Construction Methodology
The drawings call for a variety of fabrication techniques. 
Fabricators are given leeway to fabricate the signs to meet 
the intent of the designs depicted by the drawings. 

 1. Because different systems of extrusions may result in 
slightly different dimensional requirements, the total 
height and width dimensions described in the sign
construction on the drawings may be considered 
“nominal” for the purposes of cost quote. 

2. Sign faces are to be fabricated using aluminum plate 
of varying thicknesses, as specified on design intent 
drawings, with a minimum thickness of .125" inches unless 
otherwise noted. 

3. Unless otherwise noted on the design intent drawings, 
all cut-out push-through copy is to be routed from a single 
sheet of white acrylic, with a minimum thickness of 3/8" 
and pushed through 1/16". Routed letters and shapes that 
are bonded to a separate acrylic sheet are not acceptable; 
they must be routed from a single sheet.  

• Acrylic is to be attached to the back of the sign using 
adhesive, mechanical fasteners, or both depending on the 
design specifications.

• All letter knock-outs (interior of letter forms) are to be 
stud mounted through the acrylic.

• When illuminating the acrylic face with Fluorescent or 
Neon, 7328 shall be the standard white acrylic.

• When illuminating the acrylic face with LED, 2447 shall 
be the standard white acrylic.

• Acceptable spacing between the push-through acrylic 
and the cut-out aluminum is 1/32" to 1/16" depending on 
the copy height (if the copy is larger than 32", alternate 
spacing may be used to allow for the change in material 
expansion).

4. Sign cabinet seams shall be sealed to ensure they are 
watertight.

5. All finishes are to be satin finish, free from fading, 
peeling or cracking. Paint preparation of all exterior metal 
surfaces of the sign to include removal of all scratches and 
imperfections, sanding and chemical etching. Substrate 
cleaning, preparation, paint application and paint thick-
ness to be in strict compliance with Matthews Paint or 
AkzoNobel published recommendations. Acceleration of 
the drying process is not allowed. 

6. Except where approved otherwise by Owner, conceal 
fasteners.

7. Any sign faces smaller than 8’ by 20’ are to be fabri-
cated from 1 piece of seamless material. 

8. On welded joints, dimensional and structural welding 
defects will not be accepted, including but not limited to: 
poor weld contours, including excessive bead convexity 
and reinforcement, and considerable concavity or under-
sized welds; cracks; undercutting; porosity; incomplete 
fusion; inadequate penetration; spatter; and non-metallic 
inclusions. Welding is to be performed by AWS (or similar) 
certified personnel, following AWS Standard Welding 
Procedure Specifications (SWPSs) for steel, aluminum, and 
stainless steel as appropriate.

9. Non-welded joints between various portions of signs 
must have a tight, hairline-type appearance, without gaps. 
Provide sufficient fastenings to preclude looseness, 
racking, or similar movement. 

10. Provide drain holes as needed to prevent accumula-
tion of water within signs. Holes must be inconspicuous 
and be in inconspicuous locations; holes must be located 
such that drainage does not occur onto signs, or other 
surfaces subject to staining. Provide internal system of 
baffles to prevent “light leaks” through drain holes of 
illuminated signs. Provide color-coordinated insect 
screening over drain holes.

11. Non-illuminated sign faces are to have lettering and 
graphics created as surface-applied vinyl typography using 
Avery or 3M exterior grade, minimum 5-year warranty, 
unless otherwise noted in the design intent drawings.

12. Non-illuminated inserts will minimally be printed at 
1200 DPI using pigment-based UV inks on a white, satin 
finish UV-coated photo paper, with a matte UV over-
laminate. The thickness of the photo paper must be heavy 
enough such that no wrinkles will occur once installed.

13. Fiberglass panels with embedded artwork are to be 
fabricated using a 1/8“ thick fiberglass panel with perma-
nently embedded digital graphics (printed at a minimum 
of 1200 DPI using exterior inks). The panel must be a solid, 
one-piece panel with all graphic elements inseparable 
from the fiberglass in which they are embedded (Pannier, 
1-800-544-8428).

14. Visible metal joints must adhere to a fit tolerance 
of .01".

15. Unlit channel letter faces must be .25" aluminum. 
Channel letter returns must be .080" aluminum.

G. Sign Specifications: Illumination & Electrical
It shall be the responsibility of the Fabricator to perform the 
complete electrical design for illuminated signs. Illuminated 
signs shall be designed by an electrical engineer and shall be 
fabricated and wired to be compliant with current UL listing 
requirements, and shall be UL certified. 

1. All internally illuminated sign cabinets are to have an 
access panel that is tight fitting, lightproof and water-
proof. Access panels are to be in an accessible location, 
out of sight, and shall be shown on shop drawings.

2. Internally illuminated signs are to have adequate 
internal system of ventilation to assure a uniform dissipa-
tion of heat from electrical components of electrically 
powered and illuminated signs, heat (solar) absorption by 
sign and other sources.  Any openings in exterior surfaces 
must be internally baffled to prevent light leaks and 
prevent entry of rain, snow, wind-blown debris, and other 
foreign matter, and are to be covered with interior 
color-coordinated insect screen. 

3. Only labels required by law are permitted to be 
mounted on the exterior of the sign face, and they shall 
be located in a position that is as discreet as possible.

4. All internally illuminated interior metal surfaces shall 
be painted white using Matthews’ reflective white paint, 
or shall be lined with 3M’s Matte White Light Enhance-
ment Film, to enhance and evenly distribute light. 

5. All electrical components shall be built to be housed 
within sign cabinets. All wiring and raceways within the 
sign are to be completely enclosed. Internal illumination 
by lamps is required to provide adequate and even 
illumination over the face of the sign without hot spots or 
shadows. “Halo” effects, “spreading” or similar light spill 
due to excessive transmission of the backlight source shall 
be minimized.

6. Illumination to be provided by high-output fluores-
cent lamps with 800 MA, exterior UL rated electronic 
ballast; neon, fluorescent or LED as specified on design 
intent drawings. Lamps or other internal hardware must 
not be visible through the translucent letterforms and 
graphics.

• Signs wired with high output lamps are to include 
spring-loaded static strips between each lamp.

• Any specifications for T-8 lamps are specific to the 
60,000 hr T-8 lamp.

7. All internally illuminated exterior signs are to have 
their own electric eye on/off control to turn the sign on at 
night and off in the morning, unless the Owner specifies a 
need for a timer. 

8. Verify location of power provided by others prior to 
sign fabrication.

9. Backlit inserts will minimally be ink-jet printed at 1200 
DPI using UV inks on a film stock.

10. Face-lit channel letters with a 16" or shorter cap 
height shall be trimless. Face-lit channel letters taller than 
16" may use a low-profile trim cap. Internally illuminated 
channel letters shall be illuminated using LED, unless 
otherwise noted on the design intent drawings. Trans-
formers for channel letters shall be remote transformers 
wherever possible. If remote transformers are not appli-
cable, then all electrical components shall be contained 
within the channel letter itself. Raceways are not accept-
able unless specifically noted on the design intent drawing 
or if approved by the Owner. All raceways must be 
painted the same color as the wall on which the sign will 
be mounted. Channel letters to be painted on the inside 
with Matthews’ reflective white paint, or lined with 3M’s 
Matte White Light Enhancement Film to enhance and 
evenly distribute light.

I. Fonts/Typefaces
The fonts used for this project were selected specifically for 
this project by the Designer and Owner, and include those 
listed in the graphic standards.

Fabrication Specifications

It is the responsibility of the fabricator to purchase the 
fonts.

No substitution of any other typefaces may be made. Under 
no circumstances are typefaces to be electronically distorted 
(“squeezed” or “extended”) for purposes of fitting to the 
specified sign or general alteration of the sign face composi-
tion unless noted in the drawings. This includes (but is not 
limited to) stretching, squeezing, tilting, outlining or 
shadowing.

1. All letterforms, symbols or graphics shall be repro-
duced either by photographic or computer-generated 
means. Hand-cut characters are not acceptable. Cutting 
shall be done in such manner that edges and corners of 
finished letterforms will be sharp and true. Letterforms 
with nicked, cut, ragged, rounded corners, and similar 
disfigurements will not be acceptable.

2. All letterforms shall be made from material and gauge 
as indicated on design intent drawings. Typefaces shall be 
replicated as indicated on the drawing.

3. Ligatures are to be turned off.

4. Apostrophes are to be used, not footmarks. Note that 
there is a difference in most fonts.

5. Silk-screened and vinyl copy is to match the sheen of 
the copy panel background (satin). Edges of letters shall 
be straight and corners sharp. Surface of letters shall be 
uniform in color finish, and free from pinholes and other 
imperfections.

6. Silk-screened images shall be executed with photo 
screens prepared from original art. No hand-cut screens 
will be accepted. Original art shall be defined as artwork 
that is a first generation reproduction of the specified art.

7. Silk-screening shall be highest quality, with sharp lines 
and no sawtooths or uneven ink coverage. Screens shall be 
photographically produced. Application of inks through 
screens shall consist of one flood pass and one print pass. 
Images shall be uniform in color and ink thickness. Images 
shall be free from squeegee marks and lines resulting 
from improper print stroke or screen off contact height. 
Signs shall be placed in adequate drying racks with 
minimum of 2 inches between racks for ample airflow. 
Sign racks shall have system of forced airflow between 
layers to provide proper drying and curing of inks. After 
signs have dried completely according to the ink 
manufacturer’s time allowance, signs may be packaged.

8. “Pushed-through” copy must fit accurately into routed 
portions of cabinet with tight, hairline joints and snugly 
into back of formed (channel) letters.

9. The edges and corners of routed letterforms shall be 
sharp and true. Letterforms with nicked, cut, ragged, 
rounded (positive or negative) corners, and similar 
disfigurements will not be acceptable. 

10. Letterforms shall be aligned so as to maintain a base 
line parallel to the sign format, with margins and layout 
as indicated on design intent drawings and approved shop 
drawings. Vertical strokes shall be plumb. 

11. Mechanically fasten center of letters to acrylic plastic 
as described in the design intent.

12. Vinyl graphics and letterforms shall be computer-cut.

J. Permits and Variances
Fabricator shall be knowledgeable of relevant local code 
requirements and honor same in fabrication and installa-
tion. Where applicable, it is the responsibility of the Fabrica-
tor to secure any and all necessary permits for signage 
installation. It is the responsibility of the Owner to secure 
variances, should any be required. It is the Owner’s responsi-
bility to call the appropriate agency to have all under-
ground utilities properly located and marked. Any damage 
to below-grade utilities or structures for which the Owner 
has provided adequate location information is the responsi-
bility of the Fabricator.

K. Site Visit
Prior to installation of the signs, the Fabricator is to visit the 
proposed site to observe existing conditions and verify all 
signage required and its location with Owner. At this time 
the locations shall be staked using a non-permanent visible 
device such as spray chalk or non-permanent paint. Certain 
signs may be located on sloped grades and may require 
uneven footings for each post. Site-verify all locations to 
determine special requirements for footing templates, if 
required.

The final Sign Message Schedule and Sign Location Plan 
shall be consulted together and shall be approved by the 
Owner to determine the precise location for each sign. Any 
necessary adjustments will be made with the approval of 
the Owner.

L. Masonry/Footings
Any concrete bases for signage are to be poured in place 
and footings are to extend beneath the frost line, or deeper 
to meet local code. All footings or bases should be poured 
within a form and level with grade unless otherwise 
specified in the design intent drawings. Foundation/footings 
should be level with grade unless otherwise noted or as 
specified by state or local code. Foundation/footings should 
not extend above grade more than 2" and exposed edges 
should be finished with a bevel to prevent chipping. It’s 
recommended that the concrete be floated by machine or 
hand before finishing in order to embed larger aggregates 
especially when part of the footing or base extends above 
ground. Concrete surface should have a smooth or brushed 
finish grade appearance. All concrete bases and footings 
should be edged to break any bond with the form and 
create a neat appearance. All forms should be removed 
once the concrete has properly cured. Concrete and 
reinforcement specifications shall be shown on shop 
drawing submittals. The Fabricator is responsible for the 
necessary templates, mounting plates and hardware for 
concrete and masonry bases. A minimum 1’ rock bed with 
landscape edging or concrete pad must be added around 

each concrete base as protection from landscaping mainte-
nance.
 
All masonry (concrete block, poured concrete, brick, slab, 
veneer, mortar, etc.) is to be properly treated and protected 
to maintain the structural integrity of the masonry work 
with exposure to all environmental conditions found at the 
site. For exposed or visible masonry, this shall include the 
application of protective sealers or similar finishes to 
diminish the effects of close-proximity sprinkling or irriga-
tion systems.

Signs are to be mounted on J-bolt footings, centered on the 
concrete base or footing, and engineered per code, unless 
otherwise specified in the design intent drawings.

M. Wind Load
Signs, banners and mounting devices shall be engineered to 
withstand a minimum 30-psf wind load normal to the sign, 
or greater as per local code, in addition to the weight of the 
sign. The Fabricator shall determine appropriate method of 
anchoring signs to the locations specified to meet these 
requirements as well as all local code requirements.

N. Mounting
All signs to be mounted level and true. All exposed 
hardware is to be touch-up painted on site as required. It is 
preferred that all bolts, nuts, washers, or other fasteners 
shall be stainless steel. However galvanized steel is accept-
able, so long as all exposed surfaces are sealed.

While sign type drawings may specify or indicate possible 
mounting and/or mounting hardware details, the Fabricator 
will be able to substitute equal or better hardware and 
techniques, based upon their experience with similar 
mounting situations and as long as the visual appearance of 
the sign is not compromised from that shown in the design 
intent drawings.

All signage products must be installed such that there are 
no misalignments between visible components. Sign 
elements intended to be removable or changeable after 
installation must function as intended without binding, 
sticking or blocking. It will be the responsibility of the 
Fabricator to correct any installation misalignments at no 
charge.

Fabricator and their installers are expected to have knowl-
edge of ADA mounting guidelines and city zoning codes, 
general sign locating practices, and any particular unique 
installations defined by Designer. It is the desire of the 
Owner that the Fabricator follow these guidelines as well as 
architectural cues in installing for the best visual placement, 
keeping a reasonable distance from protruding objects. Any 
signage that is improperly located is to be moved to the 
proper location by the Fabricator, and repairs to wall 
surfaces and signage are to be at the Fabricator’s expense.

If the installers are unable to make a decision about any 
sign locations, they can contact the Designer, providing a 
graphic representation of the questionable area, or contact 
the Owner for on-site options.

O. Electrical
The Owner will be responsible for providing a power source 
to within 10 feet of the base of each sign requiring power 
(either at grade or below grade). Power is to be 120 or 277 
(LED illumination should be 120) volts at 60 cycles unless 
otherwise noted in the documents. It is the responsibility of 
the Fabricator to manipulate the existing conduit to its 
proper location, install an external disconnect, extend the 
conduit through the concrete base (or posts) to align with 
the point of hookup, and run the power supply through it. 
Conduit running from the disconnect to the sign shall travel 
within the concrete base, not on its surface. The Owner will 
be responsible for the final electrical connection.

P. Punchlist
It is required that the Fabricator complete a walk through 
with the Owner immediately following installation to 
identify any errors, such as construction or installation 
issues. Such errors are to be corrected in a timely manner, 
and to the satisfaction of the Owner. 

Q. Signage Warranty
Fabricator is solely responsible for applying products (paints, 
finishes, components, etc.) according to manufacturers’ 
specifications and validating the warranty. The Fabricator is 
to provide a written five (5) year full replacement warranty 
to the Owner that all signs will be free of defects due to 
craft work and materials including, but not limited to:

• bubbling, chalking, rusting or other disintegration of 
the sign panel, graphics or of the edges;

• corrosion appearing beneath paint surfaces of panels, 
brackets, posts or other support assemblies (except as an 
obvious result of vandalism or other external damage);

• corrosion of fasteners;

• assemblies not remaining true and plumb on their 
supports;

• fading, chalking and discoloration of the colors and 
finishes within the vinyl and paint manufacturer’s stated 
warranty period;

• peeling, delamination or warping (“oil canning”); and

• repair and reinstallation of signage due to failed 
mountings.

Fabricator shall also extend in writing to the Owner all 
manufacturers’ warranties.

R. Repair or Replacement
Without additional cost to the Owner the Fabricator shall 
repair or replace, including installation, any defective signs 
or hardware that develop during the warranty period and 
repair any damage to other work due to such imperfections. 
The Fabricator will be required to fully replace all signs that 
are in error relative to the working documents (sign 
message schedule and sign type drawings) that were 
submitted to the Fabricator upon award of contract.

NOTE: Greyed out text is not applicable to this project



PUBLIC DOCK ENTRANCE

Ix-4a
Public Dock Identification

This drawing is design-intent only.
Fabricator is responsible for fabrication
and overall level of quality. Any changes
in design, materials, fabrication method
or other details must be approved by
Corbin Design and the city of Georgetown, 
SC.

Notes

02.28.11 Design Intent

Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description
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Georgetown Historic Waterfront

INFORMATION

Historic
Waterfront

Historic
Waterfront

Shopping
Center

Historic Waterfront

Judicial Center

Screven Lot A

North

Hist Waterfront

Historic
Waterfront

Established 1734Established 1734
Established 1734Established 1734

Dine    Shop    Harborwalk

FREE PUBLIC PARKING

Screven Lot B

FREE PUBLIC PARKING

ENTRANCE
Orange St Lot

Please hold hands with small children 

HarborwalkHarborwalk
Shopping and Dining

HARBORWALK

RICE
MUSEUM

RICE
MUSEUM

LAFAYETTE
PARK

ENTRANCEINFORMATION

CHAMBER OF
COMMERCE

MARITIME
MUSEUM

Georgetown

Georgetown County

EAST BAY
PARK

EAST BAY
PARK

Open 7am - 11pm
City of Georgetown Police Jurisdiction

JUDICIAL
CENTER

JUDICIAL
CENTER

PUBLIC
LIBRARY
PUBLIC

LIBRARY

Georgetown County

Georgetown PALMETTO
PARK

PALMETTO
PARK

Please help us keep the
Harborwalk clean and safe

It is illegal to damage or destroy
city property. To report vandalism

call 911 or 545-4300

• No Littering
• No Biking, Skating, etc
• No Swimming or Diving
• No Fishing or Crabbing
• Permits Required for Vendors
• Clean Up After Your Pet

City of Georgetown

Please help us keep the
Harborwalk clean and safe

It is illegal to damage or destroy
city property. To report vandalism

call 911 or 545-4300

• No Littering
• No Biking, Skating, etc
• No Swimming or Diving
• No Fishing or Crabbing
• Permits Required for Vendors
• Clean Up After Your Pet

City of Georgetown

Screven St

Broad St

Dx-1
Information Kiosk  

(Large)

Dx-2
Information Kiosk  

(Small)

Dx-3
Interpretive Kiosk

Message TBDMessage TBD

Gx-1
Trailblazer

Gx-1A Trailblazer,
Multiple Messages

Gx-2
Primary Vehicular Guide

Gx-3
Secondary Vechiular Guide

Gx-4
Pedestrian Guide

(Large)

Gx-5
Pedestrian Guide

(Small)

Ix-1
Primary Gateway

Ix-2
Secondary Gateway

Ix-3
Parking Lot

Identification

Ix-3a
Parking Lot

Identification
(Alternate Layout) 

Ix-4
Harborwalk Identification

(Front view)

Ix-5a
Custom Museum

Identification

Ix-5 Ix-6
Destination Identification

Ix-6a
Destination Identification

(Alternate)

Ix-7
Destination

Identification
(Small)

Ix-8
Regulatory

(Small)

Ix-8a
Regulatory

(Large)
(Post Mounted)

Ix-8b
Regulatory

(Large)
(Rail Mounted)

Ix-9
Banner

Identification

Ix-10a
Street Name
Identification

 (6” tall cap height) 

Ix-10
Street Name
Identification

 (4” tall cap height) 

Nx-1
Event Notice

Ix-11
Street Name Identification

(Large Mast Arm
Mounted)



02.28.11 Design Intent

Date Description

Fabricator is responsible for 
matching all colors and materials 
as specified and are required to 
provide color and material 
samples to Corbin for approval.

CAUTION! 
CONSISTENT AND ACCURATE 
COLOR REPRODUCTION 
IN THIS DOCUMENT CANNOT BE 
ASSURED DUE TO THE LIMITA-
TIONS OF COLOR COPYING 
TECHNOLOGY.

The Coated Pantone Matching 
System®, Matthews and/or Akzo 
Nobel Paint system is used for 
specifying signage color matches. 
(In the absence of actual sign 
material color chip reference sets, 
actual specified product color 
swatches should be referenced for 
color matching.)

Shown here are approximations of 
the primary signage background 
colors and supporting accent colors. 
Actual color finishes on signage must 
be matte or low luster (not shiny or 
glossy unless otherwise noted) and 
exclusively a premium acrylic 
polyurethane.

Signage paints produced by MPC 
Matthews Paint and Akzo Nobel Paint 
Company are to be the standard 
reference.

Vinyl Films from 3M and Avery 
Graphics are to be the standard.

Color application varies per sign type. 
Refer to drawings for appropriate 
application.

Notes

Sign Type

Graphic Standards
Colors and Fonts

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Matthews Paint: MPMP MP

03 Light Taupe 04 Taupe

TYPOGRAPHY (Editable)
Fabricator is responsible for acquiring project related fonts.

COLOR PALETTE
Fabricator is responsible for supplying samples for all colors within the palette.

FULL FACE REFLECTIVE BACKGROUND DETAIL
Fabricator is responsible for supplying samples for all colors within the palette.

02 Light Blue

MP

01 Dark Blue

Matthews Paint:

MP

05 Dark Taupe

MP  N-202

06 White

MP00833

07 Black

MP

08 Beige

MP

09 Dark Gray Metallic

Oracal 8300 Transparent Cal
056 Ice Blue

Oracal 8300 Transparent Cal
020 Golden Yellow

10 Ice Blue 11 Golden Yellow

Oracal 8300 Transparent Cal
057 Traffic Blue

Exterior grade vinyl: Custom exterior grade vinyl combination:Oracal 8300 Transparent Cal
074 Middle Grey

13 Middle Grey

ORALITE series 5800 High
intensity reflective sheeting

3M engineer grade
reflective sheeting

Oracal series 951 
010 Opaque White

14 High Intensity White

15

12 Traffic Blue

Aa Bb Cc Dd Ee Ff Gg Hh Ii Jj Kk Ll Mm Nn Oo
Pp Qq Rr Ss Tt Uu Vv Ww Xx Yy Zz 1234567890

ClearviewHwy - 1-W

Aa Bb Cc Dd Ee Ff Gg Hh Ii Jj Kk Ll Mm Nn Oo
Pp Qq Rr Ss Tt Uu Vv Ww Xx Yy Zz 1234567890

ClearviewHwy - 3-B

Aa Bb Cc Dd Ee Ff Gg Hh Ii Jj Kk Ll Mm Nn Oo
Pp Qq Rr Ss Tt Uu Vv Ww Xx Yy Zz 1234567890

Blair - Medium 

Aa Bb Cc Dd Ee Ff Gg Hh Ii Jj Kk Ll Mm Nn Oo
Pp Qq Rr Ss Tt Uu Vv Ww Xx Yy Zz 1234567890

Georgia - Regular

ORALITE series 5800 High intensity 
reflective sheeting

ORALITE series 5800 High intensity 
reflective sheeting

Oracal 8300 Transparent Cal
057 Traffic Blue

Oracal 8300 Transparent Cal
074 Middle Grey
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Date Description

Fabricator is responsible for 
matching all colors and materials 
as specified and are required to 
provide color and material 
samples to Corbin for approval.

CAUTION! 
CONSISTENT AND ACCURATE 
COLOR REPRODUCTION 
IN THIS DOCUMENT CANNOT BE 
ASSURED DUE TO THE LIMITA-
TIONS OF COLOR COPYING 
TECHNOLOGY.

The Coated Pantone Matching 
System®, Matthews and/or Akzo 
Nobel Paint system is used for 
specifying signage color matches. 
(In the absence of actual sign 
material color chip reference sets, 
actual specified product color 
swatches should be referenced for 
color matching.)

Shown here are approximations of 
the primary signage background 
colors and supporting accent colors. 
Actual color finishes on signage must 
be matte or low luster (not shiny or 
glossy unless otherwise noted) and 
exclusively a premium acrylic 
polyurethane.

Signage paints produced by MPC 
Matthews Paint and Akzo Nobel Paint 
Company are to be the standard 
reference.

Vinyl Films from 3M and Avery 
Graphics are to be the standard.

Color application varies per sign type. 
Refer to drawings for appropriate 
application.

Notes

Sign Type

Graphic Standards
Symbols and Logos

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

SYSTEM LOGOS
All icons and logos shown in this document are for placement only. The City of Georgetown to provide final artwork.

SYSTEM SYMBOLS
Symbol artwork provided by Corbin Design.

Information [I]

Embellishment

City Logo (complete) Harborwalk IconCity Logo (text only)

Harbor Historical 
Association Logo

City Icon

Harborwalk Background 
Pattern

Wayfinding Arrow Regulatory Parking Arrow

Parking [P] No Parking [P] Do Not Enter Handicapped Route Marker [US-17] Boat Launch [B] Unisex Restroom [UR]

All icons and logos shown in this document
are for placement only. The City of

Georgetown to provide final artwork.



SCROLLWORK
Fabricator is responsible for acquiring project related artwork.

DECORATIVE CAPS
Fabricator is responsible for supplying samples of castings prior to production.

This drawing is design-intent only.
Fabricator is responsible for fabrication
and overall level of quality. Any changes
in design, materials, fabrication method
or other details must be approved by
Corbin Design and the city of Georgetown, 
SC.

1/2" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Notes

Color Code

02.28.11 Design Intent

Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Design Element Details
Scrollwork and
Decorative Caps

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03
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01
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08

09

09
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13

14

15

07

07

07

Front View Color Rendering

Top View

Side View

Scroll Layout 2

Scroll for Dx-2 Information Kiosk (Small)

Scroll Layout 1 Scroll Layout 3

07

07

Cast resin cap with dimensional 
design as shown with simulated 
antique finish. Dark grey metallic 
base coat with black paint in 
recessed areas.

Four different sizes are required:
1 1/2"
2"
3"
7"
  

Scroll pattern is cut from 
aluminum plate. Size and 
thickness varies per sign type.

Heavy sand textured matte 
black finish. 

1/2" thick plates can be 
fabricated from two 1/4" thick 
plates welded together.

Recessed areas

Permanently attach caps
to sign posts. Caps to resist

vandalism by theft.

07 07

Fabricator is responsible for finishing edges.
Edges should be free of tool marks,

burrs and sharp corners.



FINIAL
Fabricator is responsible for supplying samples of castings prior to production.

ROOF POST CAPS
Fabricator is responsible for supplying samples prior to production.

ROOF POST CAPS
Fabricator is responsible for supplying samples prior to production.

This drawing is design-intent only.
Fabricator is responsible for fabrication
and overall level of quality. Any changes
in design, materials, fabrication method
or other details must be approved by
Corbin Design and the city of Georgetown, 
SC.

1/2" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Notes

Color Code
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Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Design Element Details
Finial and Post Roof Cap 

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

09

10

11

12

13

14

15

07

Color Rendering
View

Dimensional
Rendering View

Front View

Side View

For 5" wide Gx-2
and Gx-3 Sign Posts

Individual
Components

07

07

Custom finial pattern 
cut from 1/4" 
aluminum plate. 
Heavy sand textured 
matte black finish. 

09 Fabricated aluminum (3/16" 
thick plate) roof with masked 
and sprayed lines to simulate 
seams on a metal roof. Attach 
to post with mechanical 
fasteners. 

Fabricated aluminum (1/8" 
thick plate) roof with masked 
and sprayed lines to simulate 
seams on a metal roof. Attach 
to post with mechanical 
fasteners. 

07 Aluminum tube. 
Heavy sand textured 
matte black finish.
Voids in tube are filled 
with epoxy resin to 
prevent water from 
entering. 

07 3/8" thick aluminum 
plate with textured 
matte black finish. 
Welded to aluminum 
tube.

1/4" aluminum plate.
Heavy sand textured 
matte black finish. 
Plates are stitch 
welded together. 

09 Painted return edges

09 Painted return edges

Four roof cap sizes to  post 
widths:
2"
3"
5"
10"

30°

30°

1 1/2"1 1/2"

3/16" 3/16"

eq eq

Min 1/8"-Max 3/8" 

Size varies



This drawing is design-intent only.
Fabricator is responsible for fabrication
and overall level of quality. Any changes
in design, materials, fabrication method
or other details must be approved by
Corbin Design and the city of Georgetown, 
SC.
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Scale
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Sign Setback and
Location Diagrams

Unless forced by site conditions,
signs should always be located

on the passenger side of the road.

200' between wayfinding sign
and traffic intersection with left
turn lane/multiple lane choices

for turns.
50'-100' between multiple

wayfinding signs

Signs should be located with care given to avoid
visual obstructions such as trees, canopies,
awnings, and existing signs and banners.

Curb face

Street

1'-6
"

Minimum

3'-0
"

Desi
rab

le

All sign types must be located
with a minimum of 1'-6" horizontal
clearance between the curb face
and  the nearest edge of any sign

element. 3'-0" clearance is desirable
where available.

See sign message schedule for
additional sign specific set back

distance information.

NOTE: see message schedule for
additional sign setback dimensions

A minimum of 7'-0"
clearance is required if

sign overhangs sidewalk.

7'
-2

" 
C
le

ar
an

ce

1'-6" to 3'-0"
sign setback

Approx 3'-0"
sign setback

Gx-1
Trailblazer

Gx-1A
Trailblazer

Gx-2
Primary
Guide

Gx-3
Secondary

Guide

Ix-8
Regulatory

Nx-1
Event Notice

Ix10a
Street
Name



This drawing is design-intent only.
Fabricator is responsible for fabrication
and overall level of quality. Any changes
in design, materials, fabrication method
or other details must be approved by
Corbin Design and the city of Georgetown, 
SC.
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City of Georgetown
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Date Description

Dx-1
Information Kiosk  
(Large)

3/4" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe
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White
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High Intensity White

Custom Vinyl Combination
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Georgetown Historic Waterfront

INFORMATION

3" x 3" cast resin 
decorative caps with mask 
and spray graphics, 
mechanically fastened to 
sign post.

Custom finial

1 1/2" x 1 1/2 " cast resin 
decorative caps with mask 
and spray graphics, 
mechanically fastened to 
sign post.

07

07

Side ViewFront View

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

Exterior grade light fixture.
Directable down lighting to
illuminate map, event and

merchant directory panels.

Decorative scroll

Raised bar

Spacer

1" round tube

1 1/2" thick
fabricated
cabinet

1/4" thick
aluminum
plate

Message
panel

05

Metal roof09

EVENT PANEL AND MERCHANT DIRECTORY
1'-4" x 2'-8" exterior grade high resolution 
digital print with graffiti resistant UV laminate 
mounted to 1/8" sintra. Print to wrap under 
edges and mount to background panel with 
tamper resistant screws through the surface.

Bolted to threaded J-Bolts 
embedded in the footing

9'-1"

1"
3"

1'-5"

1"
4"

2'-2"

1'-6"

8 "

4"

4'-5"

11'-2"

30°

10" 10"
1 1/2"

1"

3"
1 1/2"

5 1/2"

1"

2'-1 1/2"

1'-3"

8"

3'-0"

1"

1 1/2"

2'-8"

2 1/2"

5 1/2" 4"
eq

eq
2 1/2"

3 1/4"1 3/4"
eq

eq

2'-2 1/2"2'-2 1/2" 1'-6 1/2"

posts 6'-11 1/2" on center

4'-0"

1'-4"
3/4"

3'-6"
3/4"

1'-4"

eq

eq

5 1/2"

7 3/8"

4'-2 5/8"

7"

5"

7" square fabricated 
aluminum base

05

Structural, 5" square 
painted aluminum post. 

Fabricator to engineer wall 
thickness. 

08

06

01

02

1/2" thick routed 
aluminum scrollwork cut as 
a separate element and 
welded to 1 1/2" x 1 1/2" 
square tube. 

07

MAP PANEL
1/4" thick fiberglass panel with embedded 
ink-jet graphics. Printed at 600dpi using 
exterior UV inhibiting inks.
      Manufacturer: Pannier
      www.panniergraphics.com
      or approved alternate.
Mechanically fastened to background 
panel with stainless steel hex-head screws 
and black nylon washers.

1/2" thick painted aluminum panel 
with screen printed graphics. Painted 
3/16" wide band around edges.

1'-0"
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Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Dx-2
Information Kiosk  
(Small)

3/4" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

4'-2 5/8"

7"

5"

More Shopping & Dining
Restrooms

Screven Parking Lot A

Sides A and C Sides B and D

Decorative
Scroll Detail

Side Identification

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

EVENT PANEL 
1'-6" x 3'-0" exterior grade high 

resolution digital print with graffiti 
resistant UV laminate mounted to 

1/8" sintra. Print to wrap under 
edges and mounted to background 
panel with tamper resistant screws 

through the surface.

7" square fabricated 
aluminum base

08

06

01

07

07

06
01

02

MAP PANEL
1/4" thick fiberglass panel with embedded 
ink-jet graphics. Printed at 600dpi using 
exterior UV inhibiting inks.
      Manufacturer: Pannier
      www.panniergraphics.com
      or approved alternate.
Mechanically fastened to background 
panel with stainless steel hex-head screws 
and black nylon washers.

1/2" thick painted aluminum panel 
with screen printed graphics. Painted 
3/16" wide band around edges. Sign 
panel is stitch-welded to support bar.

Dimensional aluminum scrollwork

Masked and sprayed letters

Scroll panel is flush 
mounted to inside of 

cabinet wall.

Dimensional aluminum 
information symbol

Bolted to threaded J-Bolts 
embedded in the footing

9'-1"

1'-6"

8 "

4"

1 1/2"

5 1/2"

1"

1'-3"

Custom finial07

Metal roof09

3"

1'-5"

1"
4"

10"
1 1/2"

1"

1'-0"

30°

3/16" thick aluminum 
plate. 1/2" space 

between scroll screen 
and inside structure.

 

07

A B

CD

Four-sided sign cabinet

3'-9 1/4"

1"

4 1/2"

1"

6"5"4"

2 1/4"1 1/4"

3'-0"

1 1/4"

1 1/4" 1"
1 1/4"

1 1/2"

1 3/4"

1'-8"

1'-6"
eq eq
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Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Dx-3
Interpretive Kiosk

1" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

05

05

05

06

01

02

01

Side ViewFront View

Top View

Message TBDMessage TBD

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

3/8" thick aluminum plate
mounted to wood railing.

Drilled and tapped holes to
accept Wayfinding Graphic

Panel. Slight radius corners
to remove sharp edges.

3/8" thick aluminum
support panels.

Masked and sprayed graphics
with clear top coat. 

Area for
interpretive message

Embedded
background 

image

Post mounting plates.
Stainless steel bolts
through wood posts.

Holes to mount
panel to railing

Existing wood railing

GRAPHIC PANEL
1/4" thick fiberglass panel with embedded ink-jet
graphics. Printed at 600dpi using exterior UV
inhibiting inks.
      Manufacturer: Pannier
      www.panniergraphics.com
      or approved alternate.
Mechanically fastened to background panel with
stainless steel hex-head screws and black nylon washers.

Clear silicon adhesive to seal
gap between graphic
panel and background.

1'-6"

2'-6"

10"eq eq

8"

7"

30°

1'-6"

2'-6"

6 1/2" 3/8"
3 1/4" 1 1/2"

3/4"

2 1/4"

1'-6 1/4"
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Scale
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Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Gx-1
Trailblazer

01

06

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

Front View

Back View

Side View Side View

3'-0"
(logo width)

3'-4"

Historic
Waterfront

3" x 3 " Cast resin 
decorative cap, mechani-
cally fastened to sign 
post.

Top View

2" x 2" painted aluminum
support arm with welded 
end cap

07

Structural, 5" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

3/16" (th.) aluminum panel with 
layered high intensity and 
transparent vinyl graphics. Panel 
is stitch-welded to support arm.

15

Painted background with 
mask and spray graphics.

04

05

Surface applied vinyl lettering 
and graphics. Font: Clearview 
Highway 1W, 5" cap height, 
6" arrow.

14

Routed aluminum city logo 
composed of surface applied 
transparent vinyl. Fabricated as a 
separate element and fastened 
with counter-sunk screws through 
the surface. Screws are to be 
painted to match background.

10
11

1/2" routed aluminum scroll 
fabricated as a separate 
element and welded to the 
center of the support arm.

Mounting tab to fit into
slot in post and attached to post 
wall with counter-sunk screws. 
Screws are to be painted to 
match background.

07

Panels to lock into post
with registration key 
similar to SignComp
Series 3 post and panel 
system.

07

Fabricated aluminum post 
cap with mask and spray 
graphics, mechanically 
fastened to sign post.

09

07

1 1/2"

2"

2 3/4"

1 1/2"

7'-6"

Breakaway post mounting 
to conform with SCDOT 
requirements

11 1/4"

3 1/2"

6"

7 1/4"

6 5/8"

6 1/2"

9"

3'-0"4'-1/2"
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Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Gx-1A Trailblazer,
Multiple Messages

1/2" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

Front View

Historic
Waterfront

Shopping
Center

Top View

Back ViewAltenative Layout
Location 003

3'-0"
(logo width)

3'-4"

1 1/2"

2"

10
11

06

01

2"

3"

Breakaway post mounting 
to conform with SCDOT 
requirements

7'-6"

Painted background with 
mask and spray graphics.

2'-9"

04

05

07

5'-9 1/2"

Structural, 5" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

1 1/2"

3"

5'-9 1/2"
Historic
Waterfront

LEFT LANE

6"

6 1/2"

6 1/2"

6"

4 3/4"

7"

3 1/2"

11 1/4"

Panels to lock into post
with registration key 
similar to SignComp
Series 3 post and panel 
system.

Side View Side View

3" x 3 " Cast resin 
decorative caps, mechani-
cally fastened to sign 
post.

Fabricated aluminum post 
cap with mask and spray 
graphics, mechanically 
fastened to sign post.

09

07

9"

2'-2 1/2"

2'-2 1/2"

2" x 2" painted aluminum
support arm with welded 
end cap

07

3/16" (th.) aluminum panel with 
layered high intensity and 
transparent vinyl graphics. Panel 
is stitch-welded to support arm.

15

Surface applied vinyl lettering 
and graphics. Font: Clearview 
Highway 1W, 5" cap height, 
6" arrow.

14

Routed aluminum city logo composed 
of surface applied transparent vinyl.To 
be fabricated as a separate element 
and fastened with counter-sunk screws 
through the surface. Screws are to be 
painted to match background.

1/2" decorative routed 
aluminum scroll fabricated 
as a separate element and 
welded to the center of the 
support arm.

Mounting tab to fit into
slot in post and attach to post 
wall with counter-sunk screws. 
Screws are to be painted to 
match background.

07

3'-4"

6"

6 5/8"

6 5/8"

6 1/2"

6 1/2"

6"

3 1/2"

6"

6"

3 1/2"

1/2"

6"
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Sign Type
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City of Georgetown
South Carolina

109 East Front Suite 304
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231 947.1236

Date Description

Gx-2
Primary Vehicular Guide

3/4" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

Back View

Isometric
Rendering

Front View

Side View Side View

Historic Waterfront

Judicial Center

Screven Lot A
Historic Waterfront

North

Cast resin decorative caps 
with mask and spray 
graphics, mechanically 
fastened to sign post.

Post cap with custom 
fabricated aluminum finial.

07

Breakaway post mounting 
to conform with SCDOT 
requirements

7" square fabricated 
aluminum base

05

1"

7'-2" clearance

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

Painted background 
with mask and 
spray graphics.

Fabricated aluminum roof 
with mask and spray 
graphics, mechanically 
fastened to sign post.

1/2" thick aluminum 
plate.

Structural, 5" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

08

04

07

03

05

1/2" thick routed 
aluminum scroll cut as a 
separate element and 
welded to 1 1/2" x 1 1/2" 
square tube and post. 

07

07

09

1 3/4" thick fabricated 
message panels with 
removable 1/8" (th.) 
aluminum message panels 
with layered high intensity 
and transparent vinyl 
graphics.

1 1/2" square aluminum
internal structure

15

Surface applied vinyl 
lettering and graphics. 
Font: Clearview Highway 
1W, 5" cap height, 6" 
arrow.

14

1/8" thick painted aluminum 
panel with surface applied vinyl 
graphics. 1/4" thick border 
around edges.

3/4" thick 
round tube

06

01

02

12'-10"

10"

5'-8"

5'-2"

3/4"

4 3/4"

5/8"1"
3 3/8"

4"
1/2"

2 3/4"

2 3/4"

1'-2"

1'-2"

6"

6"

1"

3'-10 1/2"

3 1/2"
2"

8" 4"

1" 1 3/4"
eqeq4 1/4"

3"

6 1/2"
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Sign Type

Client

City ofGeorgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Gx-3
Secondary Vechiular Guide

3/4" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

White Vinyl

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

Hist Waterfront

1"

1 1/2" square aluminum
internal structure

1"

3'-10 1/2"

3 1/2"
2"

8" 4"

1"

Back View Front View

Side View Side View

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

Breakaway post mounting 
to conform with SCDOT 
requirements

7" square fabricated 
aluminum base

05

Structural, 5" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

08

Cast resin decorative cap 
with mask and spray 
graphics, mechanically 
fastened to sign post.

Post cap with custom 
fabricated aluminum finial.

End cap is 
centered on 

message 
panel.

07

08
09

Fabricated aluminum roof 
with mask and spray 
graphics, mechanically 
fastened to sign post.

1/2" thick aluminum 
panels

03

08
09

1 1/2" thick fabricated 
message panels with 
removable 1/8" (th.) 
aluminum message panels 
with layered high intensity 
and transparent vinyl 
graphics.

15

Surface applied vinyl 
lettering and graphics. 

Font: Clearview Highway 
1W, 5" cap height, 6" 

arrow.

14

10'-7"

10"

3'-5"

5'-2"

3/4"

4 3/4"

5/8"1"
3 3/8"

4"
1/2"

2 3/4"

2 3/4"

1'-2"

1'-2"

1 3/4"
eqeq

05

4 1/4"

3"

7'-6" clearance
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Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Gx-4
Pedestrian Guide
(Large)

1" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

White Vinyl

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

Side View

Side View

Front ViewFront View FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

Post directly embedded 
into concrete footing. 

6"

3/16" (th.) painted aluminum panel. 
Panel, support and scroll are to be cut 
from a single panel. Panels to lock into 
post with registration key similar to 
SignComp Series 3 post and panel 
system.

Masked and painted 

01

Surface applied vinyl 
graphics

06

07

02

Bracket Detail

Aluminum bracket to mount
to wood light poles.

07

 

Cast resin decorative caps 
with mask and spray 
graphics, mechanically 
fastened to sign post. Structural, 2" square 

painted aluminum post. 
Fabricator to engineer wall 
thickness. 

04

Post cap with custom 
fabricated aluminum finial. 
Same design and size as 
used on the Gx-2 and 
Gx-3.

07

09

1'-6"
3/8"

1 1/4"

1/2"

1"

2 1/2"
1/2"

1 3/8"

1" 1/2"

5 1/4"

11"

1'-8"
2"

1 1/2"

approx. 1'-3"

Existing wood railing
and light post

1 1/2"

7'-0" clearance

1"
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Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Gx-5
Pedestrian Guide
(Small)

1 1/2" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

Front View

Side ViewBack View

Alternate Layout
Front View

Alternate Layout
Back View

Top View

Historic
Waterfront

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

Mask and spray 
background graphic.

RestroomsRestrooms
Structural, 2" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

Masked and painted

Panel side
closest to sidewalk

05

07

07

Painted background.05

04

07

Fabricated aluminum post 
cap with mask and spray 
graphics, mechanically 
fastened to sign post.

09

01

Surface applied vinyl 
lettering and graphics. 

06
2 3/4"

9"

1 1/4"
1'-0"

3/4"

1/2"

1'-1"

3'-1"

1 1/2"

1"

Post directly embedded into concrete 
footing. Concrete must be at least 2" 
above grade and extend a minimum of 6" 
around the post to protect sign from lawn 
maintenance if located in grass. Footing is 
level with grade if mounted on sidewalk.

2"

6"

Cast resin decorative caps 
with mask and spray 
graphics, mechanically 
fastened to sign post.

2 1/4"

2 1/4"

1 1/2"
1"

3/16" (th.) painted 
aluminum panel. Panel, 
support and scroll are to 
be cut from a single panel. 
Panels to lock into post 
with registration key 
similar to SignComp Series 
3 post and panel system.
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Date Description

Ix-1
Primary Gateway

3/8" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic
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Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

Established 1734Established 1734

Top View

Back View

Front View

Cabinet
Side View

Detail

Post Side
View

Gate Detail

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

7" Cast resin decorative 
caps mechanically 
fastened to post.

Custom aluminum 
gate with flat 
cut-out scroll 
pattern 

07

Masked and sprayed 
background graphics

10" square aluminum 
post. Internal steel 
structure as required.

Surface light fixture. 
Fixture and locations to be 
determined by fabricator.  

Uplight fixture. Fixture and 
locations to be determined 

by fabricator.  

Fabricated aluminum 
decorative post cap with 
mask and spray graphics, 
mechanically fastened to 
sign post.

Cast Concrete 
globe and base

Masked and 
sprayed graphics

Cast Concrete 

05

02

01

06

11

07

2" deep fabricated 
aluminum letters 
with enclosed 
backs. Mounted 
on 1" tall risers.

Flush mounted 1" 
deep aluminum 
letters.

3" deep fabricated 
aluminum clock
tower logo with 
internal structure as 
required.

Masked and 
sprayed graphics

10" deep fabricated 
aluminum logo box 
with masked and 
sprayed logo.

8" deep fabricated 
aluminum cabinet with 
1/8" thick cladding.

07

09

04

05

BRICK TO MATCH STYLE
AND COLOR OF THE EXISTING

CLOCK TOWER
www.palmettobrick.com

Size: Modular,
Name: ships ballast

Color: Brown

34'-2"

2'-0" 2'-0"4'-10" 20'-6" 4'-10"

18'-7"

1'-0" 16'-6" 1'-0"

3'-0"

2'-0" 1'-6"

6'-0"

1'-5"

7 1/2"
2"

3'-0"

9 1/16"

6'-4"

1'-0"

1'-4 "

6"

7"

5/8"

10"

5/8"

eq
5 1/2"

eq

11'-0"

4"

1'-2"

3'-8"

3'-3"

3'-1"

3'-0"

9'-10"eq eq

3'-6"

1'-10"

6 1/2"

7 1/2"
1"

4"
1"

2'-2"

1"
4"

4"

1'-11"

2'-1"
1 1/2"

6"
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Ix-2
Secondary Gateway
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(on an 11 x 17 sheet)   

Scale

Color Code
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Light Blue
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High Intensity White

Custom Vinyl Combination
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13
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07

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR
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Top View

Surface light fixture. 
Fixture and locations to be 
determined by fabricator.  

Masked and sprayed 
graphics

11

Masked and sprayed 
graphics

11

05

01

06

02

BRICK TO MATCH STYLE
AND COLOR OF THE EXISTING

CLOCK TOWER
www.palmettobrick.com

Size: Modular,
Name: ships ballast

Color: Brown

Structural, 5" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

Drain for planter box  

1/2" thick routed 
aluminum scrollwork 
mechanically fastened to 
bottom of cabinet

Fabricated aluminum post 
cap with mask and spray 
graphics, mechanically 
fastened to sign post.

3" cast resin decorative 
caps, mechanically 
fastened to sign post.

Masked and sprayed 
graphics

3" fabricated aluminum 
cabinet with 1/8" thick 
cladding.

1/4" thick aluminum plate

1/4" aluminum panel with  
masked and sprayed 
graphics.

8" deep water tight planter 
box with a screened drains 
on each end.
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07

Painted band07
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10'-1" 6'-0"
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Side View

Top View
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ENTRANCE
Orange St Lot 2"

1 1/2"

7"

Fabricated aluminum post 
cap with mask and spray 

graphics, mechanically 
fastened to sign post.

Cast resin decorative 
caps, mechanically 

fastened to sign post.

09

07

1'-6"

2'-10"

7"

10"

2"

7"

1 3/4"

3 1/2"

Structural, 3" square painted 
aluminum post. Fabricator to 
engineer wall thickness. 

05

Double-sided, 1/8" (th.) 
painted aluminum panel.

01

1" x 1" (h) painted 
aluminum support bar.

1/4" (th.) white rule line

07

1/8" (th.) painted aluminum panel 
surface applied lettering centered 
horizontally and vertically on sign 
panel. Panel to be welded to 
aluminum support bar. Painted 
3/16" wide border around edges. 
Font: Georgia Regular, 1 1/2" cap 
height.

01

02

Surface applied reflective 
vinyl lettering. Composition 
to be centered horizontally 
and vertically on sign panel. 
Font: Clearview Highway 
1W, 3 1/2" cap height. 

06

Surface applied reflective 
vinyl circle background with 

transparent vinyl overlay. 

12

14

R 3 1/4"

1"

1"

9 1/2"

Post directly embedded into concrete 
footing. Concret must be at least 2" 
above grade and extend a minimum 
of 8" around the post to protect sign 

from lawn maintenance.

2"

8"

5'-7"

7'-0"

1'-2"

3 1/2"

2"

1 1/2"

1 3/4"

3 1/2"



This drawing is design-intent only.
Fabricator is responsible for fabrication
and overall level of quality. Any changes
in design, materials, fabrication method
or other details must be approved by
Corbin Design and the city of Georgetown, 
SC.

Notes

02.28.11 Design Intent

Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Ix-4
Harborwalk Identification
(Front view)

3/4" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

This drawing is design-intent only.
Fabricator is responsible for fabrication
and overall level of quality. Any changes
in design, materials, fabrication method
or other details must be approved by
Corbin Design and the city of Georgetown, 
SC.

Notes

02.28.11 Design Intent

Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Ix-4
Harborwalk Identification
Alternate Wide Version
(back view is optional)

3/4" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

This drawing is design-intent only.
Fabricator is responsible for fabrication
and overall level of quality. Any changes
in design, materials, fabrication method
or other details must be approved by
Corbin Design and the city of Georgetown, 
SC.

Notes

02.28.11 Design Intent

Sign Type

Client

City of Georgetown
South Carolina

109 East Front Suite 304
Traverse City, MI  49684

231 947.1236

Date Description

Ix-4
Harborwalk Identification
(Back view - optional)

3/4" = 1'-0"
(on an 11 x 17 sheet)   

Scale

Color Code

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

Dark Blue

Light Blue

Light Taupe

Taupe

Dark Taupe

White

Black

Beige

Dark Gray Metallic

Ice Blue

Golden Yellow

Traffic Blue

Middle Grey

High Intensity White

Custom Vinyl Combination

03

04

05

06

01

02

08

09

10

11

12

13

14

15

07

GeorgetownGeorgetown
Welcome to Historic

Established 1734Established 1734
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Welcome to Historic
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Side ViewFront View

Top View

Front View

Back View

Please hold hands with small children 

HarborwalkHarborwalk
Shopping and Dining

Ix-4 Back View

Harborwalk
Shopping and Dining

Harborwalk
Please hold hands with small children 

Fabricated aluminum 
decorative post cap with 
mask and spray graphics, 
mechanically fastened to 
sign post.

Cast resin decorative caps 
with mask and spray 

graphics, mechanically 
fastened to sign post.

09

07

2"

1 1/2"

5 1/2"

1'-2 1/2"

Structural, 3" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

Bolt to wood railing 
posts stainless steel 
hardware. 

Cut wood railing cap 
to accommodate 
sign post.

1/8" (th.) painted 
aluminum panel with mask 
and spray lettering 
centered horizontally and 
vertically on sign panel. 
Panel to be welded to 
aluminum support bar. 
Font: Clearview Highway 
3B, 1 1/2" cap height.

11

06

1 1/2" (th.) x 1 1/2" (h) 
painted aluminum support 
bar.

07

1/2" (th.) routed aluminum 
scroll element welded to 
support bar and post.

07

1/2" (th.) routed aluminum 
scroll element welded to 
support bar and post
(Unique scroll pattern).

07

1 3/4" deep fabricated 
aluminum cabinet.

01
1" mask and 
spray border.

City of Georgetown to 
supply specifications for 
fixture to match 
existing Harborwalk 
light fixtures. Spacing 
to be determined be 
fabricator.

Support arm 
with metallic 
silver finish. 

02

Mask and 
spray 
background 
graphic.

02

R 3 1/4"

Mask and spray lettering  
centered horizontally on 
sign panel.

06

Mask and spray lettering  
centered horizontally on 
sign panel. Font: Blair 
Medium.

11

Mask and spray water 
graphic
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approximately 12'-2"
fabricator to field verify widthapproximately 9'-10"

fabricator to field verify width

Existing wood railing

Existing wood railing
and light post
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Fabricated aluminum 
decorative post cap with 
mask and spray graphics, 
mechanically fastened to 
sign post.

Cast resin decorative caps 
with mask and spray 

graphics, mechanically 
fastened to sign post.

09

07

2"

1 1/2"

5 1/2"

1'-2 1/2"

Structural, 3" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

Bolt to wood railing 
posts stainless steel 
hardware. 

Cut wood railing cap 
to accommodate 
sign post.

1/8" (th.) painted 
aluminum panel with mask 
and spray lettering 
centered horizontally and 
vertically on sign panel. 
Panel to be welded to 
aluminum support bar. 
Font: Clearview Highway 
3B, 1 1/2" cap height.

11

06

1 1/2" (th.) x 1 1/2" (h) 
painted aluminum support 
bar.

07

1/2" (th.) routed aluminum 
scroll element welded to 
support bar and post.

07

1/2" (th.) routed aluminum 
scroll element welded to 
support bar and post
(Unique scroll pattern).

07

1 3/4" deep fabricated 
aluminum cabinet.

01
1" mask and 
spray border.

City of Georgetown to 
supply specifications for 
fixture to match 
existing Harborwalk 
light fixtures. Spacing 
to be determined be 
fabricator.

Support arm 
with metallic 
silver finish. 

02

Mask and 
spray 
background 
graphic.

02

R 3 1/4"

Mask and spray lettering  
centered horizontally on 
sign panel.
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Mask and spray lettering  
centered horizontally on 
sign panel. Font: Blair 
Medium.
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Mask and spray water 
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Fabricated aluminum 
decorative post cap with 
mask and spray graphics, 
mechanically fastened to 
sign post.

Cast resin decorative caps 
with mask and spray 

graphics, mechanically 
fastened to sign post.

09

07

2"

1 1/2"

5 1/2"

1'-2 1/2"

Structural, 3" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

Bolt to wood railing 
posts stainless steel 
hardware. 

Cut wood railing cap 
to accommodate 
sign post.

1/8" (th.) painted 
aluminum panel with mask 
and spray lettering 
centered horizontally and 
vertically on sign panel. 
Panel to be welded to 
aluminum support bar. 
Font: Clearview Highway 
3B, 1 1/2" cap height.

11

06

1 1/2" (th.) x 1 1/2" (h) 
painted aluminum support 
bar.

07

1/2" (th.) routed aluminum 
scroll element welded to 
support bar and post.

07

1/2" (th.) routed aluminum 
scroll element welded to 
support bar and post
(Unique scroll pattern).

07

1 3/4" deep fabricated 
aluminum cabinet.

01
1" mask and 
spray border.

City of Georgetown to 
supply specifications for 
fixture to match 
existing Harborwalk 
light fixtures. Spacing 
to be determined be 
fabricator.

Support arm 
with metallic 
silver finish. 

02

Mask and 
spray 
background 
graphic.

02

R 3 1/4"

Mask and spray lettering  
centered horizontally on 
sign panel.

06

Mask and spray lettering  
centered horizontally on 
sign panel. Font: Blair 
Medium.

11

Mask and spray water 
graphic
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fabricator to field verify width
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Existing wood railing
and light post
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GIFT SHOP
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HOUSE

MUSEUM
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HOUSE

MUSEUM

HARBORWALK

RICE
MUSEUM

RICE
MUSEUM

LAFAYETTE
PARK

ENTRANCE

Ix-5 Front View

Top View

Ix-5a Front View

Ix-5a Alternate Layout

INFORMATION

Side View

CHAMBER OF
COMMERCE

MARITIME
MUSEUM

Georgetown

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

1 1/2" x 1 1/2 " cast resin 
decorative caps, mechani-
cally fastened to sign 
post.

07

Georgetown County

2"

1 1/2"

Fabricated aluminum 
decorative post cap with 

mask and spray graphics, 
mechanically fastened to 

sign post.

09

2"

1 3/4"

3 1/2"

Structural, 3" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

Masked and 
sprayed
background 
graphics 

05

Double-sided, 1/8" (th.) 
painted aluminum panels.

01

1/4" (th.) x 1" (h) painted 
aluminum support bar.

07

1/8" (th.) painted 
aluminum panel with mask 
and spray lettering 
centered horizontally and 
vertically on sign panel. 
Panel to be welded to 
aluminum support bar. 
Font: Georgia Regular, 
2" cap height.

01
02

02

02

Digital print on opaque 
vinyl, surface applied to 
sign panel. 

14

R 3 1/4"

1"

1"

2"

2"

1'-1"

2'-4"

2"

1 1/2"

1'-6"

Surface applied reflective 
vinyl lettering. Composition 
to be centered horizontally 
and vertically on sign 
panel. Font: Georgia 
Regular, 2" and 2 1/2" cap 
heights. 

06

Surface applied reflective 
vinyl lettering. Composition 
to be centered horizontally 
on sign panel. Font: 
Georgia Regular, 2" and 
3 1/4" cap heights. 

02

02

06

5 1/2"

1'-9"

8"

11"

2'-0"
2'-10"

7"

Post directly embedded 
into concrete footing. 
Concret must be at least 
2" above grade and extend 
a minimum of 8" around 
the post to protect sign 
from lawn maintenance.2"

8"

7'-5"

8"

6 3/8"

9 1/4"

3 1/2"

2"

3 1/2"

1'-0"

2 1/2"

2 1/2"

1 3/4"

2 1/2"

2 3/4"
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1 1/2"

2"
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Front View

Side View
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2"

2"

Top View

EAST BAY
PARK

EAST BAY
PARK

Open 7am - 11pm
City of Georgetown Police Jurisdiction

Structural, 3" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

Optional brick base

Fabricated aluminum 
decorative post cap with 

mask and spray graphics, 
mechanically fastened to 

sign post.

08
09

09

5 1/2"

1 1/2"
Double-sided, 1/8" (th.) 
painted aluminum panels.

01

Surface applied vinyl. 
Composition to be centered 
horizontally and vertically 
on sign panel. 

Surface applied vinyl 
lettering. Composition to be 
centered horizontally and 
vertically on sign panel. 

06

11

06

02

Mask and spray 
background graphic.

11

11"

1'-4"

Post directly embedded 
into concrete footing. 
Concrete must be at least 
2" above grade and extend 
a minimum of 8" around 
the post to protect sign 
from lawn maintenance.

2"

8"

Cast resin decorative caps 
with mask and spray 

graphics, mechanically 
fastened to sign post.

4'-0"

2"

2'-0"

6'-6"

BRICK TO MATCH STYLE
AND COLOR OF THE EXISTING

CLOCK TOWER

5 3/8"

5 3/8"

3"

5 3/8"

1'-0"

2 1/2"

2 5/8"

2 1/4"

1 5/8"

2'-0"

1'-6"

6 3/4"

www.palmettobrick.com
Size: Modular,

Name: ships ballast
Color: Brown
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Front View

Side View

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

2"

2"

Top View

JUDICIAL
CENTER

JUDICIAL
CENTER

PUBLIC
LIBRARY
PUBLIC

LIBRARY

Georgetown County

Georgetown

Structural, 3" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

Fabricated aluminum 
decorative post cap with 

mask and spray graphics, 
mechanically fastened to 

sign post.

09

07

1'-4"

5 1/2"

1 1/2"
2" Double-sided, 1/8" (th.) 

painted aluminum panels.

Surface applied vinyl

01

Surface applied reflective 
vinyl lettering. Composition 
to be centered horizontally 
and vertically on sign 
panel. Font: Georgia 
Regular, 2" and 2 1/2" cap 
heights. 

Surface applied reflective 
vinyl lettering. Composition 
to be centered horizontally 
and vertically on sign 
panel. Font: Georgia 
Regular, 5 1/2" cap height. 

06

02

Surface applied vinyl02

06

Mask and spray 
background graphic.

8 1/2"

1'-4"2'-0"

2'-0"

1"

Post directly embedded 
into concrete footing. 
Concrete must be at least 
2" above grade and extend 
a minimum of 8" around 
the post to protect sign 
from lawn maintenance.2"

8"

6'-6"

Cast resin decorative caps 
with mask and spray 

graphics, mechanically 
fastened to sign post.

4'-0"

3"

2"

2 1/2"

4 1/2"

3"

4 1/2"
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08
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13

14

15
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Front View

Side View

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

2"

PALMETTO
PARK

PALMETTO
PARK

Top View

Structural, 3" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

Fabricated aluminum 
decorative post cap with 
mask and spray graphics, 
mechanically fastened to 
sign post.

Cast resin decorative 
caps, mechanically 
fastened to sign post.

09

07

9"

5 1/2"

1 1/2"

1'-4"

2"

Double-sided, 1/8" (th.) 
painted aluminum panel.

01

Surface applied vinyl 
lettering. Composition to be 
centered horizontally and 
vertically on sign panel.

06

Mask and spray 
background graphic.

11

Post directly embedded 
into concrete footing. 
Concrete must be at least 
2" above grade and extend 
a minimum of 8" around 
the post to protect sign 
from lawn maintenance.2"

8"

4'-6"

3'-0"

3 3/4"

3 1/2"

2"
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Side View Ix-8b (Rail Mounted)Ix-8a (Post Mounted)

Back View

No Parking

No Parking RT Arrow No Parking LF Arrow Reserved Parking

Handicapped Parking
Do Not Enter

Wrong Way

Two Hour Parking Loading Zone

Back View

Front View Side View

Please help us keep the
Harborwalk clean and safe

It is illegal to damage or destroy
city property. To report vandalism

call 911 or 545-4300.

• No Littering
• No Biking, Skating, etc
• No Swimming or Diving
• No Fishing or Crabbing
• Permits Required for Vendors
• Clean Up After Your Pet
• Do Not Feed Wild Animals

City of Georgetown

PARKING
ONLY

NO
PARKING

2
HOUR

PARKING
9AM-5PM

RESERVED
PARKING

ONLY

NO
PARKING

BETWEEN
SIGNS

NO
PARKING

BETWEEN
SIGNS

NO
PARKING

LOADING
ZONE

BUS and
TRUCK
LOADING

ONLY

Direct buried aluminum
sleeve to accept sign post.
Through-bolt to secure 
post and sleeve.

Please help us keep the
Harborwalk clean and safe

It is illegal to damage or destroy
city property. To report vandalism

call 911 or 545-4300.

• No Littering
• No Biking, Skating, etc
• No Swimming or Diving
• No Fishing or Crabbing
• Permits Required for Vendors
• Clean Up After Your Pet
• Do Not Feed Wild Animals

City of Georgetown

Direct buried aluminum
sleeve to accept sign post.
Through-bolt to secure 
post and sleeve.

Structural, 2" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

Painted background

Engineer grade 
reflective graphics

05
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01

01

11

01

06

Structural, 2" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

4'-8"

1"

1 1/2"

1'-6"

1'-0"

5'-8"

1"

1 1/2"

2'-0"

1'-6"

1'-6"

1'-6"

1'-0"

1 3/4"

1"
1/2"

1"
1 1/2"

7/8"

1 7/8"

3/4"

3/4"
1/2"

1 3/8"
1"

1"

Fabricated aluminum post 
cap with mask and spray 

graphics, mechanically 
fastened to sign post.

Sign panels are mounted 
through post with stainless 

steel bolts.

09

Fabricated aluminum post 
cap with mask and spray 

graphics, mechanically 
fastened to sign post.

Sign panels are mounted 
through post with 

stainless steel bolts.

Screen printed graphics

09
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Back View

No Parking

No Parking RT Arrow No Parking LF Arrow Reserved Parking

Handicapped Parking
Do Not Enter

Wrong Way

Two Hour Parking Loading Zone

Back View

Front View Side View

Please help us keep the
Harborwalk clean and safe

It is illegal to damage or destroy
city property. To report vandalism

call 911 or 545-4300.

• No Littering
• No Biking, Skating, etc
• No Swimming or Diving
• No Fishing or Crabbing
• Permits Required for Vendors
• Clean Up After Your Pet
• Do Not Feed Wild Animals

City of Georgetown

PARKING
ONLY

NO
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2
HOUR
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RESERVED
PARKING

ONLY

NO
PARKING

BETWEEN
SIGNS

NO
PARKING

BETWEEN
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NO
PARKING

LOADING
ZONE

BUS and
TRUCK
LOADING

ONLY

Direct buried aluminum
sleeve to accept sign post.
Through-bolt to secure 
post and sleeve.

Please help us keep the
Harborwalk clean and safe

It is illegal to damage or destroy
city property. To report vandalism

call 911 or 545-4300.

• No Littering
• No Biking, Skating, etc
• No Swimming or Diving
• No Fishing or Crabbing
• Permits Required for Vendors
• Clean Up After Your Pet
• Do Not Feed Wild Animals

City of Georgetown

Direct buried aluminum
sleeve to accept sign post.
Through-bolt to secure 
post and sleeve.

Structural, 2" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

Painted background

Engineer grade 
reflective graphics

05

05

05

01

01

11

01

06

Structural, 2" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

05

4'-8"

1"

1 1/2"

1'-6"

1'-0"

5'-8"

1"

1 1/2"

2'-0"

1'-6"

1'-6"

1'-6"
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1"
1/2"

1"
1 1/2"

7/8"

1 7/8"

3/4"

3/4"
1/2"

1 3/8"
1"

1"

Fabricated aluminum post 
cap with mask and spray 

graphics, mechanically 
fastened to sign post.

Sign panels are mounted 
through post with stainless 

steel bolts.

09

Fabricated aluminum post 
cap with mask and spray 

graphics, mechanically 
fastened to sign post.

Sign panels are mounted 
through post with 

stainless steel bolts.

Screen printed graphics

09
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Bucklestrap

Stainless steel band. Use to
attach Universal Channel Clamp

to round posts.

www.band-it-idex.com

WORLD HEADQUARTERS &
WESTERN U.S. CUSTOMER
SALES & SERVICE CENTER
BAND-IT - IDEX, INC.
A Unit of IDEX Corporation
4799 Dahlia St.
P.O. Box 16307
Denver, Colorado 80216-0307
Ph: 303-320-4555  
FAX 303-333-6549

EASTERN U.S. CUSTOMER
SALES & SERVICE CENTER
BAND-IT - IDEX, INC.
A Unit of IDEX Corporation
3520 Progress Drive
Bensalem, Pennsylvania 19020
Ph: 215-245-7290
FAX 215-245-7291

Product  available from:

www.Kalamazoobanner.com

KALAMAZOO BANNER
WORKS
Consort Display Group
2129 Portage St.
Kalamazoo, MI 49001
Ph: 800-525-6424
Fax: 888-880-6341

Product available from:

Banner Arm

Bridge Near
Georgetown Landing

Bridge South of Town

KBW “BannerFlex Airow” 
premium fiberglass banner rod. 
Product manufacturer contact 
information provided on this 
sheet.

Band-it stainless steel 
straps

This side to be 
closest to road

Quantity 12 
per side

8 - Eat
8 - Shop
8 - Boat

Quantity 11 
per side

8 - Eat
8 - Shop
6 - Boat

West Side

North Side

South Side

East Side

= Boat banner layout
= Eat banner layout
= Shop banner layout

NOTE: this layout is for 
placement only. Graphics to be 
provided by City of Georgetown

NOTE: There are three versions
of this layout. One each for 
“Shop”, “Eat” and “Boat”.
See bridge diagrams for

banner locations. 

Double-sided vinyl banners with sleeves 
sewn at top and bottom. Screen printed 

graphics. 

Grommet and cable to secure 
banners to bracket.

3'-9" 2'-0"

7'-4"

Front View

Back View

1'-1"
1 3/16"

3"

4 1/4"

6'-6"
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PUBLIC DOCK ENTRANCE

Front View

Top View

1 1/2" x 1 1/2" painted aluminum 
support bar with welded mounting 
brackets. 

Mounted to wood railings with 
stainless steel hex-head screws.

1/8" thick painted aluminum 
panel with surface screen printed 
or masked and sprayed graphics. 
1/4" wide painted border around 
edges. Back side is painted    . 
Sign panel is stitch-welded to 
support bar.  

07

06

01

01

02

2" Length to be field
verfied by fabricator

3" 1 1/2"

4"1 5/8"

Existing wood railing
and light post
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Screven St

FOOTING TO BE
ENGINEERED BY FABRICATOR

Side View

Top View

Ix-10a Front View (6” tall cap height) Ix-10 Front View (4” tall cap height)

Bracket Detail

Broad St

Church St

Panels lock into post
with registration key 
similar to SignComp
Series 3 post and panel 
system.

Structural, 3" square 
painted aluminum post. 
Fabricator to engineer wall 
thickness. 

Direct bury post

Surface applied vinyl 
lettering and graphics. 
Font: Clearview Highway 
1W, 6" cap height.

Surface applied high 
intensity reflective 
lettering and graphics. 
Font: Clearview Highway 
1W, 6" cap height.

Fabricator to inspect 
existing posts prior to 

finalizing shop drawings 
and engineering details.

Aluminum bracket to mount
to existing attachment point
on street light poles.

Fabricated aluminum 
decorative post cap with 
mask and spray graphics, 
mechanically fastened to 
sign post.

NOTE: this edge 
of panel is 
closest to road.

1 1/2" x 1 1/2" cast resin 
decorative caps, mechanically 

fastened to sign post.

05

05

0907

1/4" (th.) aluminum panel 
with layered high intensity 
and transparent vinyl 
graphics.

1/4" (th.) aluminum panel 
with layered high intensity 
and transparent vinyl 
graphics.

15

15

02

02

02

15

15

10

9'-2"

8'-0"

4"

Length of panel varies
depending on length of text

Length of panel varies
depending on length of text

TBD

TBD 5 1/2"

1"

1 1/2"

6" 9"

1 1/2"
2 1/2"

3 3/4"
1/2"

6"4"

eq

eq
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Front St. and N. Fraser St. Rendering

Product Specification

Panel layout Front Views

N Fraser StFront St

Double-sided fabricated 
aluminum cabinet. See side 
detail from manufacter’s 
product specifications sheet. 

Mounting Note:
Sign cabinets can be mounted to mast arms, 
suspended from traffic light cables or attached to 
light poles.

Quantity Note:
Final quantity and locations to be determined 
after street improvements are complete

01

translucent blue vinyl01

translucent white acrylic06

8'-0"

1'-7" 9"

6'-0"
1/2"

Ix-11
Street Name Identification
(Large Mast Arm
Mounted)
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4'-0" x 6'-0" 4'-0" x 6'-0"

FOUNDATION AND MOUNTING TO
BE ENGINEERED BY FABRICATOR

Front View

Alternate Panel Layout for East Bay Street Landing

Side View

1'-0" x 1'-6"

1'-6" x 4'-0"

1'-6" x 1'-6"
1'-8" x 2'-0"

Breakaway post mounting 
to conform with SCDOT 
requirements

3" x 3" Cast resin 
decorative caps, 

mechanically 
fastened to sign 

post.

Structural, 3" 
square painted 
aluminum post. 
Fabricator to 
engineer wall 
thickness. 

3/8" holes drilled through
crossmembers.

08

Fabricated 
aluminum base

05

07

Fabricated aluminum 
decorative post cap with 
mask and spray graphics, 
mechanically fastened to 
sign post.

NOTE
Message panels are not 
part of this sign type.

Panels to be provided by 
City of Georgetown.

NOTE
Message panels are not 
part of this sign type.

Panels to be provided by 
City of Georgetown.

NOTE
DO NOT PREDRILL HOLES 

FOR THE EAST BAY STREET 
LANDING LOCATION.
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8'-6"

5'-10"

2'-8"
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4"

6 1/2"

2'-3"

2'-3"
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1'-10" 1'-10"
3 1/2"


